
SUMMARY

This white paper outlines Deanta’s process for

achieving and maintaining third-party fire door

certification, covering detailed preparation,

independent testing, and regular audits to meet

Certifire and Q-Mark standards.
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The Deanta Difference: How We Achieve
and Maintain Third-Party Certification
for Fire Doors

At Deanta, we believe that true safety comes from accountability and evidence, not just

claims. That’s why we invest in third-party certification for our fire door. It’s a complex,

multi-step process involving meticulous planning, rigorous testing, and continuous

auditing, and we welcome it.

Specification

Planned Build with Witnesses Present

Once the specification is complete, Deanta plans the doorset build. This is no ordinary build.

Every step must be conducted under the watchful eye of an independent third-party witness.

During the build they check:

Screw sizes and positions

Hinge placement and alignment

Frame moisture content

Nail angles and fixings

Product reference and batch numbers for all materials and components

Nothing is left to chance, therefore, every component and process is measured and logged.

Achieving third-party certification begins long

before a door is even built. The process starts

with an extremely detailed technical

specification, which includes:

A comprehensive 45-page submission

form

Full technical drawings with precise

measurements

Detailed product data including materials

and hardware references

This documentation ensures total clarity on

what is being tested and lays the foundation

for every decision that follows.



Certification Submission and Review

The doorset is then tested at a third-party lab - not internally - to

ensure complete transparency. This testing cannot be influenced,

edited, or sanitised.

Independent Testing in Certified Laboratory

The lab’s technical team records their own observations, both

positive and negative, and compiles a full report based on the

results:

These technical reports include:

A detailed breakdown of test performance

Observations during the build and test

Photographs, measurements, and raw data

We cross-check the reports internally for accuracy before they are

signed off by an independent lab checker.

Once a test report is finalised, we submit it to our certifiers - Certifire and Q-Mark. These

organisations are highly rigorous and scrutinise every single detail to confirm that what we

manufacture matches what has been tested.

This includes:

Material densities

Millimetre-precise measurements

Batch traceability for every component

Evidence and justification for any change or claim

Often, we engage in in-depth discussions to provide additional evidence. Every claim is

challenged - and rightly so. Once the certifiers are satisfied, we receive either a new Field of

Application document or a revision of an existing one.

This document is checked numerous times by both our team and their technical

departments before it is passed to an independent reviewer for final approval.



Annual Audits to Maintain Certification

Third-party certification isn’t a one-time process - it’s something we maintain through

continuous audits and inspections.

Yearly manufacturing audits include:

Random door selection from our production line

End-to-end tracking of the build process

SOP (Standard Operating Procedure) review

Order and logging system

Batch and invoice verification

Core density and material quality record audits

The auditor then issues a report outlining any corrective actions required, with deadlines for

addressing improvements. If all checks are passed, Deanta retains the certification.

When new certification is first awarded, audits occur every 6 months until we prove

consistent quality assurance. Once this is established, they move to annual reviews.

Full Fire Test Audit Every 
4-5 Years

In addition to annual audits, certifiers carry

out a full fire test audit approximately every 4

to 5 years.

Here’s how it works:

The certifier selects a random fire door

from our certified range

We have no say in which model is chosen

The build is independently witnessed, with

all the same scrutiny as in initial testing

The door is then sent to a third-party fire

lab for live fire testing

If the randomly chosen door, build under

observation passes the fire test, certification is

renewed. If it fails, the process restarts.
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Why it Matters

This exhaustive process is what sets Deanta apart. We’re not interested in ticking boxes, we

believe fire safety demands transparency, traceability, and accountability at every step.

From the grain of the timber to the angle of the fixings, we control and verify it all.

Our customers can be confident that when they specify a Deanta fire door, they’re choosing

a product that meets the highest standards of safety, integrity, and certification.

THE DEANTA DIFFERENCE
Fully third-party certified by Certifire and Q-Mark

In-house manufacturing with full traceability

Regular audits and quality assurance reviews

Industry-leading transparency in materials and process

Ongoing investment in fire safety and testing

For more information on our certified fire
door range, contact us today
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